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IF < 2° DROP STACK NOT REQUIRED

IF > 2 DROP STACK REQUIRED
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¢ |=—6" MIN. (ALL AROUND)

/—CLASS SI” CONCRETE |

..]_— 90" ELBOW

\CLASS "SI” CONCRETE INVERT

SECTION A-A

NOTES:

1. ENTIRE EXCAVATION TO BE BACKFILLED WITH TRENCH
BACKFILL MATERIAL, IN ACCORDANCE WITH STANDARD
#2050, IF ANY EDGE OF EXCAVATION IS WITHIN 2' OF
ANY PAVED SURFACE.

2. BACKFILL ARQUND PIPE SHALL BE IN
ACCORDANCE WITH STANDARD #2050.

3. POURED CONCRETE AROUND DROP STACK PIPE
WILL NOT BE REQUIRED IF DROP STACK IS
PRECAST WITH MANHOLE.
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SECTION B-B

- TO BE USED IN CONJUNCTION WITH TYPE "A”

MANHOLES WHERE SEWER ENTERS 2'—0” OR MORE
ABOVE LOWEST INVERT. NOT TO BE USED FOR
INLET OR CATCH BASIN CONNECTIONS.

. THIS DETAIL APPLIES TO INCOMING SEWER OF

18" DIAMETER OR LESS.

. FOR INCOMING SEWER SMALLER THAN 12” USE

VERTICAL PIPE OF SAME DIAMETER. FOR INCOMING
SEWER 12" OR GREATER, USE 12" VERTICAL PIPE.
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